STANDPIPE VENT INSTALLATION 1/1/76

N, 3 REBAR
NOTES: {4 REQ'D.}
I, VENTS SHALL BE I0" DIA. UNLLESS SPECIFIED

OTHERWISE ON THE WORKING DRAWINGS,
ALL JOINTS SHALL BE WATERTIGHT AND

CONSTRUCTED TO THE RECOMMENDATIONS OF o3
THE MANUFACTURER OF THE MATERIAL USED.

AR DUCT SHALL BE ONE OF THE !
FOLLOWING MATERIALS
A. ABS PLASTIC .200" MIN. WALL. +
B. VITRIFIED CLAY P{PE; STD. STRENGTH, \j
C. TRAMSITE AIR DUCT, TYPE 5.
CURB !
2. WHERE CURBS & GRADES ARE NOT o o

ESTABLISHED, BOTTOM HOLES OF VENTS
MUST BE 10" MIN, ABOVE SURFACE OF

THE GROUND, /1/ ——EXTEND 3-1/2" THICK CONCRETE

o

Lo CAP TO CURB OR SIDEWALK IF
WITHIN 81X INCHES.

STANDPIPE VENT AS SPECIFIED,
SEE UG 523! FOR DETAILS.
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CONCRETE— SEE UGS-015 SMOOTH
FINISH, (iF LOCATED IN A PAVED
PARKWAY, MATCH EXISTING.}

SPECIAL LENGTHS WHEN
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3" CONCRETE CAP
(CAP NOT REQUIRED WHEN
DEPTH OF COVER EXCEEDRS 24"}
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SLOPE TO VAULT _{'
1/8" PER FOOT NG, 3 REBAR —

ONE EACH CORNER.

T—s" MIN. ALL AROUND

—SAND SLURRY MIX
TO TOP OF PIPE.
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